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Amendments To the Abstract: 

In the EngUsh translation document, please add the section heading at page 20 line 1, as follows: 
"ABSTRACT- ^ 

In the English translation document, please add the paragraph at page 20 line 1, after the newly 
added ABSTRACT section heading, as follows: 

Disclosed is a method for controlling a connection, according to which a signaling control device 
of the communication network triggers a first of several terminal points of the communication, 
which are connected via a user data channel, to close the user data channel by transmitting a first 
signaling message. The signaling control device also transmits a confirmation request message 
to a second of the temwnal points of the communication, thereby triggering said second terminal 
point to transmit a confirmation message to the signaling control device if the user data channel 
has been successfiiUy closed. If the signaling control device receives the confirmation message, 
the signaling control device triggers a terminal point of the communication to open at least one 
new user data channel by transmitting a second signaling message. 
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ABSTRACT 

Disclosed is a method for controlling a connection, according to 
which a signaling control device of the communication network 
triggers a first of several terminal points of the communication, 
which are connected via a user data channel, to close the user data 
channel by transmitting a first signaling message. The signaling 
control device also transmits a confirmation request message to a 
second of the terminal points of the communication, thereby 
triggering said second terminal point to transmit a confirmation 
message to the signaling control device if the user data channel 
has been successfully closed. If the signaling control device 
receives the confirmation message, the signaling control device 
triggers a terminal point of the communication to open at least one 
new user data channel by transmitting a second signaling message. 
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